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In the claims: 

1. (cancelled) 

2. (cancelled) 

3 through 20 (cancelled) 



21. (currently amended) A system for performing chest 
compressions on a patient, said syste m comprising The cyctom o f 
claim 1 whoroin tho comproasion belt further c 



a housing; 

a drive spool operably attached to the housing; 

a means for rotating the drive spool, said means for 
rotating disposed within the housing and operably 
attached to the drive spool; 

a compression belt attachable to the dri ve spool, the 
compression belt comprising: 

a belt suitable for compressing the chest of the 
patient; and 

a breakable link attached to the belt, said breakable 
link sized and dimensioned to break when a 
particular amount of force is applied to the link, 
and wherein the breakable link is attached to the 
belt such that if the breakable link breaks, the 
belt will separate. 

22. (currently amended) A system f or performing chest 
compressions on a patient, said system comprisin g Tho cyotom of 
claim 2 w herei n r-nmprnnnion bolt furthor 
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a housing; 

a drive spool operably attached to the housing; 

a means for rotating the drive s pool, said means for 
rotating disposed within the housing and operably 
attached to the drive spool; 

a compression belt attachable to the drive spool, the 
compression belt comprising: 

a belt suitable for compressing the chest of the 
patient; and 

a compression pad attached to the belt and disposed between 
the belt and the patient; 

a breakable link attached to the belt, said breakable link 
sized and dimensioned to break when a particular amount 
of force is applied to the link, and wherein the 
breakable link is attached to the belt such that if the 
breakable link breaks, the belt will separate. 

23. (currently amended) A system for performing ches t 
compressions on a patient, said system com p risin g The cyntom of 
claim 1 further compri s ing : 

a housing; 

a drive spool operably attached to the housing; 

a means for rotating the drive spool, said means for 
rotating disposed within the housing and operably 
attached to the drive spool; 



3 



PAGE 4/18 • RCVD AT 2/25/2008 4:55:54 PM [Eastern Standard Time] " SVR:USPTO-EFXRF-6/27 * DNIS:2734974 " CSID: * DURATION (mm-ss):02-58 



Feb-25-08 01:57pm From-Crockett 4 Crockett 



T-161 P. 005 



F-007 



212/466 

a first spindle rot at ably attached to the housing; 

a second spindle rotatably attached to the housing; 

a compression belt cartridge comprising: 

a belt attached to the drive spool, the belt suitable 
for compressing the chest of the patient; 

a first belt guard removably attachable to the first 
spindle, the first belt guard operably attached to 
the belt such that the belt may slide through the 
first belt guard; and 

a second belt guard is removably attachable to the 
second spindle, the second belt guard operably 
attached to the belt such that the belt may slide 
through the second belt guard. 

24. (previously presented) The system of claim 23 further 
comprising a compression pad attached to the belt. 

25. (previously presented) The system of claim 23 wherein: 

the compression belt cartridge further comprises a cover 
plate removably attached to the housing; and 

the first belt guard is operably attached to the cover 
plate and the second belt guard is operably attached tc 
the cover plate opposite the first belt guard. 

26. (previously presented) The system of claim 25 further 
comprising: 
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a first hinge rotatably connecting the first belt guard to 
the cover plate; 

a second hinge rotatably connecting the second belt guard 
to the cover plate; 

27. (previously presented) The system of claim 2 6 further 
comprising: 

a first ratchet attached to the first belt guard and a 
first pawl attached to the cover plate, said first pawl 
operatively engaging the first ratchet; and 

a second ratchet attached to the second belt guard and a 
second pawl attached to the cover plate, said second pawl 
operatively engaging the second ratchet. 

28. (currently amended) The system of claim 23 wherein the 
compression belt cartridge further comprises: 

a belt attached to the drive spool, the belt having a 
first portion and a second portion, the belt 
suitable for compressing the chest of the patient; 

a cover plate removably attachable to the housing; 

a first belt guard removably attachable to the first 
spindle, the first belt guard operably attached to 
the belt such that the first portion of the belt may 
slide through the first belt guard; and 

a second belt guard is removably attachable to the 
second spindle, the second belt guard operably 
attached to the belt such that the second p ortion of 
the belt may slide through the second belt guard; 

5 
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a firct linor cock, looooly fitted over tho first 

portion of the bolt, paid firct linor cock atta chod 
Lu t he f ir nr- p rr r ti "" + ^ii- nnd attached to tho 
firct bolt guard; 

a cocond liner cock looccly fitted over tho cocond 

p or Li o n o f t hr Y ^r ^f l &a4d rnnnnri linor cock att nr-hnd 
Lo L hc cocond portion of tho bolt and attached to 
tho cocond bolt guard; 

a compression pad attached to the first portion of the 
belt and dicpoccd within tho firct linor cock ; and 

a breakable link attached to the belt, said breakable 
link sized and dimensioned to break when a 
particular amount of force is applied to the link, 
and wherein the breakable link is attached to the 
belt such that if the breakable link breaks, the 
belt will separate. 

29. (previously presented) The system of claim 28 further 
comprising: 

a first hinge rotatably connecting the first belt guard to 
the cover plate; and 

a second hinge rotatably connecting the second belt guard 
to the cover plate. 

30. (previously presented) The system of claim 28 further 
comprising: 
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a first ratchet attached to the first belt guard and a 
first pawl attached to the cover plate, said first pawl 
operatively engaging the first ratchet; and 

a second ratchet attached to the second belt guard and a 
second pawl attached to the cover plate, said second pawl 
operatively engaging the second ratchet. 

31. (currently amended) The system of claim 2* 42 wherein the 
breakable link is disposed inside the first liner sock. 

32. (previously presented) The system of claim 28 wherein the 
breakable link is disposed inside a sleeve attached to the belt. 

33. (previously presented) The system of claim 32 wherein the 
breakable link is disposed inside a sleeve, said sleeve attached 
to the belt and disposed inside the first liner sock. 

34. (previously presented) The system of claim 28 wherein the 
first belt guard is provided with a first belt slot and the 
second belt guard is provided with a second belt slot, wherein 
the belt is threaded through the first belt slot and through the 
second belt slot. 

35. (currently amended) A method of performing chest 
compressions on a patient, said method comprising the steps of: 

providing system for performing chest compressions 
comprising : 

a housing; 

a drive spool operably attached to the housing; 
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a means for rotating the drive spool, said means for 
rotating disposed within the housing and operably 
attached to the drive spool; 

a compression belt cartridge comprising: 

a belt removably attached to the drive spool, the 
belt suitable for compressing the chest of the 
patient, the belt having a first portion and a 
second portion; 

a firot liner sock disposed around tho first 
portion of the bolt, tho first liner cock 
attached to tho first portion of tho b e lt; 

a oocond linor cock disposed around tho cocond 
portion of tho b e lt, the second linor sock 
attached to tho pocond portion of tho b e lt - ^ 

a compression pad attached to the first portion 
of the belt and disposed within tho first linor 
sock ; and 

a breakable link attached to the belt such that 
if the breakable link breaks the belt will 
separate, the breakable link sized and 
dimensioned to break when a particular amount 
of force is applied to the link; 

placing the patient on the housing; 

wrapping the first and second portions of the belt at least 
partially around the chest of the patient such that the 
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belt is capable of compressing the chest of the patient; 
and 

rotating the drive spool to tighten the belt to compress 
the chest. 

36. (currently amended) The method of claim 35- 43 comprising 
the further steps of: 

detaching the cover plate from the housing and removing the 
belt from the drive spool; 

providing a second compression belt cartridge comprising: 

a second belt suitable for compressing the chest of 
the patient, said second belt having a first third 
portion and a second fourth portion; 

a third liner sock disposed around the first third 
portion of the second belt, said third liner sock 
attached to the first third portion of the second 
belt; 

a fourth liner sock disposed around the second fourth 
portion of the second belt, said fourth liner sock 
attached to the second fourth portion of the second 
belt; 

a second compression pad attached to the first third 
portion of the second belt and disposed within the 
third liner sock; and 

a second breakable link attached to the second belt 
such that if the second breakable link breaks, the 
second belt will separate, said second breakable 

9 
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link sized and dimensioned to break when a 
particular amount of force is applied to the second 
link; 

attaching the second belt to the drive spool; 

wrapping the first thigd and second fourth portions of the 
second belt at least partially around the chest of the 
patient such that the second belt is capable of 
compressing the chest of the patient; and 

rotating the drive spool to tighten the second belt to 
compress the chest of the patient. 

37. (currently amended) The method of claim 35, wherein the 
step of providing a system for performing chest compressions 
comprises : 

providing system for performing chest compressions 
comprising: 

a housing; 

a drive spool operably attached to the housing; 

a means for rotating the drive spool, said means for 
rotating disposed within the housing and operably 
attached to the drive spool; 

a first spindle rotatably attached to the housing; 

a second spindle rotatably attached to the housing; 

a compression belt cartridge comprising: 

10 
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a belt removably attached to the drive spool, the 
belt suitable for compressing the chest of the 
patient, the belt having a first portion and a 
second portion; 

a cover plate removably attachable to the 
housing; 

a first belt guard operably attached to the cover 
plate, the first belt guard is removably 
attachable to the first spindle and the first 
belt guard is operably attached to the belt 
such that the belt may slide through the first 
belt guard; 

a second belt guard operably attached to the 

cover plate, the second belt guard is removably 
attachable to the second spindle and the second 
belt guard is operably attached to the belt 
such that the belt may slide through the second 
belt guard; 

a firct liner G^k Hi rpnmri nrmmri tho fir s t - 
portion of the bolt, oaid firct linor cock 
attached to tho firct portion of the bolt and 
attached to tho firct bolt guard - f - 

a cocond liner cock dicpoood around tho cocond 
portion of tho h" 1 ^ nniri r . nnnnd liner cock 
attached to the cocond portion of tho belt and 
attached to tho cocond bolt guard; 
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a compression pad attached to the first portion 
of the belt and disponed within tho first linor 
and 



a breakable link attached to the belt such that 
if the breakable link breaks, the belt will 
separate, the breakable link sized and 
dimensioned to break when a particular amount 
of force is applied to the link. 

38. (currently amended) The method of claim -3^- 44 comprising 
the further steps of : 

removing the first patient from the housing; 

detaching and removing the cover plate from the housing and 
removing compression belt cartridge, the first liner sock, the 
second liner sock, the first belt guard, the second belt guard, 
the compression pad and the belt from the drive spool ; 

providing a second compression belt cartridge comprising: 

a second belt suitable for compressing the chest of a 
the patient, said second belt having a first third 
portion and a second fourth portion; 

a second cover plate; 

a third belt guard operably attached to the second 

cover plate, said third belt guard operably attached 
to the second belt such that the first por tion of 
the second belt may slide through the third belt 
guard; 
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a fourth belt guard operably attached to the second 
cover plate, said fourth belt guard operably 
attached to the second belt such that the second 
portion of the second belt may slide through the 
fourth belt guard; 

a third liner sock disposed around the first third 
portion of the second belt, said third liner sock 
attached to the first third portion of the second 
belt and attached to the third belt guard; 

a fourth liner sock disposed around the second fourth 
portion of the second belt, said fourth liner sock 
attached to the second f ourt h portion of the second 
belt and attached to the fourth belt guard; 

a second compression pad attached to the first third 
portion of the second belt and disposed within the 
third liner sock; and 

a second breakable link attached to the second belt 
such that if the second breakable link breaks, the 
second belt will separate, said second breakable 
link sized and dimensioned to break when a 
particular amount of force is applied to the second 
link; 

attaching the second belt to the drive spool; 

attaching the second cover plate to the housing; 

attaching the third belt guard to the first spindle and the 
fourth belt guard to the second spindle; 

13 
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placing a second patient on the housing; 

wrapping the first third and second fourth portions of the 
second belt at least partially around the chest of the 
second patient such that the second belt is capable of 
compressing the chest of the second patient; and 

rotating the drive spool to tighten the second belt to 
compress the chest of the second patient. 

39. (new) The system of claim 21 further comprising: 

a liner sock loosely fitted over the belt. 

40. (new) The system of claim 22 further comprising: 

a liner sock loosely fitted over the belt and the 
compression pad. 

41. (new) The system of claim 23 further comprising: 

a liner sock loosely fitted over the belt. 

42. (new) The system of claim 28 further comprising: 

a first liner sock loosely fitted over the first portion of 
the belt and the compression pad, said first liner sock 
attached to the first portion of the belt and attached to 
the first belt guard; and 

a second liner sock loosely fitted over the second portion 
of the belt, said second liner sock attached to the 
second portion of the belt and attached to the second 
belt guard. 
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43. (new) The method of claim 35 wherein the system for 
performing chest compressions further comprises: 

a first liner sock disposed around the first portion of the 
belt and the compression pad, the first liner sock 
attached to the first portion of the belt; and 

a second liner sock disposed around the second portion of 
the belt, the second liner sock attached to the second 
portion of the belt. 

44. (new) The method of claim 37 wherein the system for 
performing chest compressions further comprises: 

a first liner sock disposed around the first portion of the 
belt and the compression pad, said first liner sock 
attached to the first portion of the belt and attached to 
the first belt guard; 

a second liner sock disposed around the second portion of 
the belt, said second liner sock attached to the second 
portion of the belt and attached to the second belt 
guard . 
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Draft Remarks 

Claims 1 and 2 are cancelled and claims 21 through 38 
remain pending in the application. Claims 21, 22, 23, 28, 31 
and 35 through 38 are amended. New dependent claims 39 through 
44 are added. 

Claim 23 stands rejected under 35 U.S.C. § 112, second 
paragraph as indefinite. The Examiner asserts that claim 23 
recites a "second belt." This is erroneous. The claim elements 
recite "a first belt guard" and "a second belt guard." These 
elements may be understood as "a first guard for the belt" and 
"a second guard for the belt." Applicant maintains that the 
claim limitations are clear as originally filed and are 
supported in the specification. This rejection should be 
withdrawn . 

Claim 1 stands rejected under 35 U.S.C. § 103(a) as 
unpatentable over Mollenauer et al., Resuscitation Device Having 
a Motor Driven Belt to Constrict/Compress the Chest , U.S. Patent 
6,142,962 (Nov. 7, 2000) in view of Riggs, Gait Belt Cover , U.S. 
Patent 6,367,478 (Apr. 9, 2002). Claim 1 is cancelled and thus 
this rejection is moot. 

Claim 2 stands rejected under 35 U.S.C. § 103(a) as 
unpatentable over Mollenauer et al. in view of Riggs and further 
in view of Meister, Artificial Respirator , U.S. Patent 2,486,667 
(Nov. 1, 1949). Claim 2 is cancelled and thus this rejection is 
moot . 

Claims 21, 22 and 24 through 38 stand objected to with no 
reasons cited. Applicant assumes that the rejection is because 
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claims 21, 22 and 24 through 38 are dependent on rejected base 
claims. Claims 21, 22 and 23 are rewritten in independent form 
and thus should be in condition for allowance. Claims 25 
through 34 and 39 through 42 depend from amended claims 21, 22 
and 23. 

Conclusion 

This proposed response has addressed all of the Examiner's 
grounds for rejection. The rejections based on prior art have 
been traversed. Reconsideration of the rejections and allowance 
of the claims is requested. 

Date: February 25, 2008 By: 

Paul J. Backofen, Esq. 
Reg. No. 422 78 
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